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DETAILED ACTION 

• Applicant's Amendment filed 7/12/2004 is acknowledged. 

• The previous rejection under 35 USC 101 is withdrawn in light of the 
Amendment. 

• Claims 1-6 have been amended, Claims 7-9 have been cancelled, Claims 10-59 
have been added. 

• Claims 1-6 and 10-59 are pending. 



Claim Objections 

1 . Claim 29 is objected to because of the following informalities: 

Claim 29 depends from "the method of claim 12", while claim 12 is an apparatus 

claim depending from claim 1 . For examining purposes, it is assumed claim 29 is 

dependent on claim 24. 

Appropriate correction is required. 



Claim Rejections - 35 USC § 102 

2. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 
A person shall be entitled to a patent unless - 

(e) the invention was described in (1 ) an application for patent, published under section 122(b), by 
another filed in the United States before the invention by the applicant for patent or (2) a patent 
granted on an application for patent by another filed in the United States before the invention by the 
applicant for patent, except that an international application filed under the treaty defined in section 
351 (a) shall have the effects for purposes of this subsection of an application filed in the United States 
only if the international application designated the United States and was published under Article 21(2) 
of such treaty in the English language. 
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3. Claims 36, 51-53 and 56-59 are rejected under 35 U.S.C. 102(e) as being 
anticipated by Magee et al. (US006002687A), hereafter Magee. 

- In regards to Claims 36, 51-53 and 56-59, 

Magee discloses an MPEG transport stream remultiplexer having an input data 
link module 110 controlled by a main processor 131 (Title; Fig. 2; claim 36,51 - 
remultiplexer module comprising an input processor controlled by a host processor in a 
packet processing system). 

Referring to Fig. 3, Magee further discloses the input data link module stores 
packets in Buffer 222 before transferring to one of the remultiplexed output streams 
based on the packet identifier (PID) of the packet. This selective storing and 
transferring is based on a packet's PID and performed based on the contents of the PID 
RAM 220 (Fig. 3; claim 36,51 - packet buffer; claim 36,51 - input processor stores a 
packet in the packet buffer if the packet has an identifier listed in the packet identifier 
table; claim 36,52 - output processor that reads packet and selectively adds to one of 
two or more output streams). 

Magee also discloses storing a PCR flag to indicate that a PCR is present in a 
packet (Col. 15, lines 5-12; claim 51 ,59 - packet buffer stores a PCR flag for each 
stored packet). 

Magee discloses that the data link module includes a PCR fixer circuit that 
records a time stamp for each received transport packet bearing a PCR (Col. 7, lines 
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27-34; claim 56 - time reference generator for input processor to associate a time 
stamp with each packet). 

Referring to Figs. 3 and 4, Magee discloses PCR fixer circuit accounts for 
unwanted jitter by determining a "dwell time" of delay incurred within the multiplexer 
from the recorded and current time of the local clock and adjusting the PCR of the 
packet to reflect this "dwell time" before it is remultiplexed into one of the output streams 
with a newly assigned PID (Col. 7, lines 34-42; Col. 12, lines 30-67; Col. 14, line 22; 
claim 52 - output processor that reads packets from packet buffer and selectively adds 
packets to one of two or more output data streams; claim 57 - output processor uses 
time stamps to calculate an amount of time taken to pass a particular packet; claim 58 - 
output processor comprises PCR correction circuitry that removes PCR jitter using the 
amount of time taken to pass a particular packet; claim 51 - input processor comprises 
PCR detector that flags packets containing PCR data). 



Claim Rejections - 35 USC § 103 

4. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

5. Claims 1-6, 1 1-21, 24, 25, 27-33, 37, 38, 40-48, 54, and 55 are rejected under 35 
U.S.C. 103(a) as being unpatentable over Magee in view of Rao (US005506844A). 
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- In regards to Claims 1-6, 24, 25, 37, 38, 54, and 55, 
Magee discloses an MPEG transport stream remultiplexer having an input data 
link module 110 controlled by a main processor 131 (Title; Fig. 2; claim 1,24 - method 
and remultiplexer module comprising an input processor controlled by a host processor 
in a packet processing system) that covers all limitations of any parent claims. 

Referring to Fig. 3, Magee further discloses the input data link module stores 
packets in Buffer 222 before transferring to one of the remultiplexed output streams 
based on the packet identifier (PID) of the packet. This selective storing and 
transferring is based on a packet's PID and performed based on the contents of the 
dual-port accessible PID RAM 220 (Fig. 3; claim 1 - packet buffer; claim 1,24 - input 
processor stores a packet in the packet buffer if the packet has an identifier listed in the 
packet identifier table; claim 2 - table is constructed as a multi-port accessible memory; 
claim 3 - multi-port accessible memory is a dual-port accessible memory; claim 4 - 
memory is partitioned into two portions to form the active table and the pending table). 

Magee does not explicitly disclose a table stored in a dual port accessible 
memory comprising active and pending tables such that the active table is used by the 
input processor to select packets for storage while the pending table can be modified by 
the host processor while the active table is being used by the input processor. Magee 
also does not show a switching mechanism for swapping the tables by modifying a 
control bit in the input processor. 
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Rao discloses a data-identifying table in a multiplexing system (Abstract). 
Referring to Fig. 3, Rao shows a first table that is used by the encoders 302 to control 
the processing of data input to the multiplexer 300 (Col. 6, lines 15-38; claim 1,24,37,54 
- active table containing values used by the input processor to select packets for 
storage in an input packet data stream). Rao further shows a second table that is built 
while the first table is being used to select packets. This new table contains the values 
to be used by the encoders 302 for processing the input data over the next processing 
window (Col. 6-7, lines 60-12; claim 1 ,24,37,54 - pending table containing values that 
can be modified by the host processor while the active table is being used by the input 
processor). 

Rao shows that the multiplexer switches from the first table to the second table 
for processing input data in the next processing window (Col. 7, lines 5-12; claim 
5,25,38,55 - switching mechanism allowing the host processor to switch the active table 
into a current pending table and switch the pending table into a current active table). 

Rao shows that the switching mechanism for switching between the values of the 
first table and the values of the second table includes the CPU 312 of the multiplexer 
300 modifying a control bit in the encoder (Col. 14, lines 32-40; claim 6 - switching 
mechanism includes modifying a control bit in the input processor via the host 
processor). 

It would have been obvious to one of ordinary skill in the art at the time of the 
invention to modify the method and remultiplexer of Magee with a PID table having a 
switchable active table and a pending table in a dual port accessible memory, as shown 
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by Rao. This modification would enable changes to be made to the PID information in 
the pending table while the active table is being used, enabling dynamic operation of the 
remultiplexer without interruption. 

- In regards to Claim 1 1 , 27, and 40, 

Magee discloses an MPEG transport stream remultiplexer that covers all 
limitations of the parent claim. 

Magee discloses the DLM input state machine 218 operable to monitor the 
received data for errors. If errors are detected for a received packet, the circuitry for 
storing the packet is not enabled (Col. 13, lines 42-53; claim 11,27,40 - control logic 
that detects a transport error in a packet for disabling the writing of the packet to the 
buffer). 

- In regards to Claims 12-19, 28-33, and 41-46, 

Magee discloses an MPEG transport stream remultiplexer and method that 
covers all limitations of the parent claim. 

Magee discloses that the data link module includes a PCR fixer circuit that 
records a time stamp for each received transport packet bearing a PCR (Col. 7, lines 
27-34; claim 12,28 - time reference generator for input processor to associate a time 
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stamp with each packet; claim 13,41 - time stamp is generated for a particular packet 
when a last byte of that packet is received by input processor). 

Referring to Figs. 3 and 4, PCR fixer circuit accounts for unwanted jitter by 
determining a "dwell time" of delay incurred within the multiplexer from the recorded and 
current time of the local clock and adjusting the PCR of the packet to reflect this "dwell 
time" before it is remultiplexed into one of the output streams with a newly assigned PID 
(Col. 7, lines 34-42; Col. 12, lines 30-67; Col. 14, line 22; claim 14,18,29,32 - output 
processor that reads packets from packet buffer and selectively adds packets to one of 
two or more output data streams; claim 14,29,42 - output processor uses time stamps 
to calculate an amount of time taken to pass a particular packet; claim 15,29,43 - output 
processor comprises PCR correction circuitry that removes PCR jitter using the amount 
of time taken to pass a particular packet; claim 16,30,44 - input processor comprises 
PCR detector that flags packets containing PCR data; claim 17,31 ,45 - PCR correction 
circuitry in output processor extracts PCR data from packets flagged as containing PCR 
data; claim 19,33,46 - output processor assigns new PID to packets). 

- In regards to Claims 20 and 47, 

Magee discloses an MPEG transport stream remultiplexer that covers all 
limitations of the parent claim. 
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Magee shows that each packet stored comprises an input time stamp, PID and 
packet data (Col. 2, lines 22-33; claim 20,47 - packet buffer stores an input timestamp, 
a PID, and the packet data). 

- In regards to Claims 21 and 48, 

Magee discloses an MPEG transport stream remultiplexer that covers all 
limitations of the parent claim. 

Magee discloses storing a PCR flag to indicate that a PCR is present in a packet 
(Col. 15, lines 5-12; claim 21 ,48 - packet buffer stores a PCR flag for each stored 
packet). 

6. Claims 10 and 26 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Magee in view of Rao further in view of Meyer et al. (US005896414A), hereafter 
Meyer. 

- In regards to Claims 10 and 26, 

Magee discloses an MPEG transport stream remultiplexer that covers all 
limitations of the parent claim. 

Magee does not explicitly show detecting a length of a packet and overwriting 
packets having an incorrect length. 
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Meyer discloses control channel communications for an information distribution 
system. Meyer discloses use in an MPEG environment, where writing to a memory is 
controlled based upon detecting the correct length of a received packet (Col. 5, lines 48- 
67; claim 10,26 - control logic that detects a length of a packet being written to the 
packet buffer and overwrites the packet if the length is incorrect). 

It would have been obvious to one of ordinary skill in the art at the time of the 
invention to modify the method and module of Magee by overwriting packets in the 
buffer that are detected to have an incorrect length, as shown by Meyer. This is just 
one example of an errored packet handled by the packet processing system disclosed 
by Magee, which would ensure all packets in the buffer are within the specifications of 
the system. 

7. Claims 22, 23, 34, and 35 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Magee in view of Rao further in view of Lin (US005764641 A). 

- In regards to Claims 22, 23, 34, and 35, 

Magee discloses an MPEG transport stream remultiplexer that covers all 
limitations of the parent claim. 

Magee does not explicitly disclose identifying a priority status of packets such 
that only priority packets are stored if the buffer is filled to half its limit. 
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Lin discloses an early and integrated tail packet discard system (Title). Lin 
discloses the use of a CLP (priority status) in received MPEG packets to selectively 
disable the writing of lower-priority packets to save room in its buffers for higher-priority 
data (Col. 2, lines 20-36; claim 22,34 - PID table identifies priority status of packets 
such that only priority packets are stored if buffer is filled to a predetermined point). 
Methods of preventing buffer overflow by establishing thresholds are well-known in the 
art, with the predetermined thresholds being set at any appropriate level dependent on 
the particular use of the buffer in a packet processing system (claim 23,35 - 
predetermined point is half full). 

It would have been obvious to one of ordinary skill in the art at the time of the 
invention to modify the method and module of Magee by identifying priority status of 
packets, as shown by Lin. This modification would enable only the most important 
packets to be stored in the buffer as the buffer reaches its storage limit, thereby 
maximizing the available buffer space and the quality of processed packet streams in 
the system. 

8. Claim 39 is rejected under 35 U.S.C. 103(a) as being unpatentable over Magee 
in view of Meyer. 



- In regards to Claim 39, 
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Magee discloses an MPEG transport stream remultiplexer that covers all 
limitations of the parent claim. 

Magee does not explicitly show detecting a length of a packet and overwriting 
packets having an incorrect length. 

Meyer discloses control channel communications for an information distribution 
system. Meyer discloses use in an MPEG environment, where writing to a memory is 
controlled based upon detecting the correct length of a received packet (Col. 5, lines 48- 
67; claim 10,26,39 - control logic that detects a length of a packet being written to the 
packet buffer and overwrites the packet if the length is incorrect). 

It would have been obvious to one of ordinary skill in the art at the time of the 
invention to modify the method and module of Magee by overwriting packets in the 
buffer that are detected to have an incorrect length, as shown by Meyer. This is just 
one example of an errored packet handled by the packet processing system disclosed 
by Magee, which would ensure all packets in the buffer are within the specifications of 
the system. 

9. Claims 49 and 50 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Magee in view of Lin (US005764641 A). 



- In regards to Claims 49 and 50, 
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Magee discloses an MPEG transport stream remultiplexer that covers all 
limitations of the parent claim. 

Magee does not explicitly disclose identifying a priority status of packets such 
that only priority packets are stored if the buffer is filled to half its limit. 

Lin discloses an early and integrated tail packet discard system (Title). Lin 
discloses the use of a CLP (priority status) in received MPEG packets to selectively 
disable the writing of lower-priority packets to save room in its buffers for higher-priority 
data (Col. 2, lines 20-36; claim 49 - PID table identifies priority status of packets such 
that only priority packets are stored if buffer is filled to a predetermined point). Methods 
of preventing buffer overflow by establishing thresholds are well-known in the art, with 
the predetermined thresholds being set at any appropriate level dependent on the 
particular use of the buffer in a packet processing system (claim 50 - predetermined 
point is half full). 

It would have been obvious to one of ordinary skill in the art at the time of the 
invention to modify the method and module of Magee by identifying priority status of 
packets, as shown by Lin. This modification would enable only the most important 
packets to be stored in the buffer as the buffer reaches its storage limit, thereby 
maximizing the available buffer space and the quality of processed packet streams in 
the system. 
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Response to Arguments 

10. Applicants arguments with respect to claims 1-6 and 10-59 have been 
considered but are moot in view of the new ground(s) of rejection. 

Conclusion 

1 1 . The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure. 

• Brunheroto et al. (US006643298B1 ) discloses a method and apparatus for 
MPEG-2 program ID re-mapping for multiplexing several programs into a single 
transport stream 

• Sato (US006538999B1 ) discloses a PID filter circuit and FIFO circuit 

• Komi et al. (US0064771 85B1 ) discloses a demultiplexing and decoding 
apparatus for coded audio and video data 

• Cukier et al. (US0061 75570B1 ) discloses a method and apparatus for shaping 
the output traffic in a fixed length cell switching network node 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Gregory B Sefcheck whose telephone number is 571- 
272-3098. The examiner can normally be reached on Monday-Friday, 8:00am-4:30pm. 
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If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Hassan Kizou can be reached on 571-272-3088. The fax phone number for 
the organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). 



GBS 

10-22-2004 




